
19 “  ZONE  2
HUM A N - M ACHINE
INT ERFACE

THE 1302-Z2

FULLY CERTIFIED
C er ti fi e d  to  AT E X ,  IECE x ,  U K E X 
N EC 5 0 5  ( A E x )
CEC  C S A  2 2 . 2  S e c tio n  18 

W it h  e a s e - to - us e  f e at ure s ,  to u c h s c re e n 
c o nt ro ls  a n d  a  sup e r - b rig ht ,  10 0 0  Nit , 
g l ove  f r ie n dl y,  m ult i - to u c h  19 ”  sunlig ht 
v ie w a b l e  disp lay.

L ig ht w eig ht ,  r ug ge d ,  IP6 6  a n d  f iel d 
maint a na b l e .

PRECISION ENGINEERED
Ma c hin e d  f ro m  a  single  pie ce  of  aluminium , 
t his  is  p re cisio n  engin e ering  at  i t s  fin e s t .

LIGHT & SLIM
Weig hing  in  at  jus t  1 2 . 5k g  (27. 6 lb s), 
t h e  13 0 2-Z 2  is  95 m m  (3 .74” )  t hin  a n d 
is  a b le  to  b e  c a r rie d  by  jus t  1  p er s o n .

SUPER FAST PROCESSOR
T h e  intel  co re  i7  p ro ce ss o r  w o rk s  10 0 %  f ro m 
- 4 0 ° C  to  + 6 0 ° C

CRISP & BRIGHT DISPLAY
A  hig h - b rig ht  10 0 0  nit  disp lay  in  t h e 
l ig hte s t  of  en clo sure s .
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United States HMi Elements Inc
10 9 0 0  B rit t m o o re  P a rk  D ri ve , 
S uite  I ,  H o us to n ,  T X  7 70 41 ,  U S A

T  	 +1  ( 0 )  281- 674 -781 5 Scan me to find 
out more 

PRODUCT TYPE PC Workstation

MODEL NO 1302-Z2

TYPICAL EX CODE ATEX : II 3GD
          : Ex nA IIC Gc
          : Ex nA [ic] IIC T4 Gc  
IECEx : Ex nA [ic] IIC Gc
           : Ex tc IIIC T135ºC Dc 
USA: Class1, Div2, Groups ABCD T4
        : Class2 Div1, Groups EFG T135ºC
        : Class1 Zone2 AEx nA [ic] IIC T4
        : Zone21 AEx tb [ic] IIIC T135ºC
Canada : Ex nA [ic] IIC T4
              : Ex tb [ic] IIIC T135ºC Db

TOUCH SCREEN Projected Capacitive Technology (PCT) - Multi Touch, Glove Friendly, Rain rejecting

POWER SUPPLY AC 100 - 240V, 50/60H, Universal Input. DC 24V (18-36vac)

DISPLAY SIZE 19” 5:4 Aspect Ratio

DISPLAY TYPE Sunlight Viewable 1000 NIT LCD

RESOLUTION SXGA; 1280 x 1024, wide viewing angle, 24 bit colour

PROCESSOR OPTIONS Skylake Intel Core i7 6th Gen Optional: Intel Core i7, 11th Gen Tiger-
lake i7-1185G7E

OPERATING SYSTEM Windows 11 LTSC With Tigerlake Option

SSD OPTIONS 80GB SSD (standard)
+ second 80GB SSD (optional)

80 GB SSD (standard) also available
160GB or 320GB SSD
+ second drive 80, 160, 320 GB SSD
(optional)

RAM 8GB Performance option to upgrade to 16GB 
or 32GB

COMM OPTIONS 2 copper Ethernet ports, triple speed 10/100/1G Mb/s. Or, 1 copper Ethernet port + 1 
Fiber 100base FX Ethernet port; 1310nm multimode. Or, 2 Fiber 100base FX Ether-
net ports; 1310nm multimode. WiFi (BT) 802.11 ac/a/b/g/n.

KEYBOARD / MOUSE / 
TOUCHSCREEN

Intrinsically Safe PS/2 Interface for mouse & keyboard PCAP 4 touch or PCAP A touch 
options

USB 2 x USB ports optional

SERIAL COMMUNICA-
TIONS

One RS232 and one RS422/RS485 optional

INGRESS PROTECTION IP66 / Designed to meet NEMA 4X

OPERATING TEMPERATURE -40ºC to +60ºC

STORAGE TEMP -40ºC to +85ºC (-40ºF to +185ºF)

WEIGHT 13kg / 28.6lbs

MAX DIMENSIONS W 476mm (18.74”) x H 427mm (16.81”) x D 95mm (3.74”)

MOUNTING OPTIONS VESA, Yoke, Panel

SHOCK & VIBRATION Shock: In accordance with BS EN60068-2-27:2009 Vibration: In accordance with BS. 
EN60068-2-6:2008

Design and specifications subject to change without notice. Errors and omission excepted.
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